
Description 
U-100 MBPF 6:1 Synthetic Patch is a two-component polyurethane wood filler. It works well in applications that require a 
long-lasting, smooth wood-like finish such as moulding, furniture grade plywood, door blanks, and any application where a 
smooth surface is required. It is designed with microscopic spheres to allow stain acceptance, machining, and easier sanding. 
U-100 MBPF 6:1 is specifically formulated to minimize product shrinkage on cure and maintains a smooth, wood-like finish.

Where To Use
	• Moulding, laminated beams, door blanks

	• Furniture grade milled lumber

	• Plywood panels

U-100 MBPF 6:1
Two-Component plyurethane Wood Filler
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Typical Properties

Density - lbs/gal
Part A Resin 8.7 (1.04)

Part B ISO 10.3 (1.24)

Viscosity in cPs, ASTM D 4878
Part A Resin 5,000

Part B ISO 200

Mix ratio - part A:B by volume 6:1

Set time in seconds at 77°F (25°C) at 70 mils
(+/- 30 sec depending on temperature) tuneable

Hardness (Shore D scale) 30

Color wood tones
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Features and Benefits
•	 Passes APA texts - quality assurance

•	 Micro-spheres - stainable, easier to sand and plane

•	 Specifically formulated to minimize shrinkage

•	 Smooth, wood-like finish - paintable

•	 Fully REACH compliant - phthalate free

Application
Our metering equipment is highly recommended for the application of U-100 MBPF 6:1. The metering equipment is 
specifically engineered for controlling the mix ratio, temperature, viscosity, and set time for U-100 MBPF 6:1. For more 
information about metering equipment, contact your representative.

Advantages
Under proper surface preparation and mixing conditions, this product passes American Plywood Association tests for routed 
defects of up to 2.25” (5.7 cm) in diameter. We also offer an excellent Full Service Warranty.

Notes
This product is supplied in a ready-to-use form. Any addition of water or other materials will result in degradation of the product 
performance.
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Shelf Life
6 months when properly stored. May require mixing after prolonged storage.

Storage
Store this product in a clean, dry and shaded or covered environment.

Health and Safety
Before handling, you should become familiar with the Safety Data Sheet (SDS) regarding the risks and safe use of this product. 
To obtain an SDS please call 800-333-9826 or send an email to: sds@wilvaco.com.

Disclaimer of Warranty
Test results are to be considered as representative of current production and should not be treated as specifications. While all the information presented 
in this document is believed to be reliable and to represent the best available data on these products, no guarantee, warranty, or representation is made, 
intended, or implied as to the correctness or sufficiency of any information, or as to the suitability of any chemical compounds for any particular use, or that 
any chemical compounds or use thereof are not subject to a claim by a third party for infringement of any patent or other intellectual property right. Each 
user should conduct a sufficient investigation to establish the suitability of any product for its intended use. Proper application is the responsibly of the 
user. As with any product, the use of this product in a given application must be tested (including but not limited to field testing) in advance by the user to 
determine suitability. Testing is the requirement of both engineers and contractors alike. The Willamette Valley Company LLC does not warrant the application 
under any or all circumstances.


